
Manufactured From 

Recycled Plastics 

IN 

A. 

• Vinuanv Indestructible

• Easv Installation

• UV Stabilized

• Maintenance Free

• light Weight - Yet Stable

• Chemical Resistant

• Weather Resistant

• 100% Recvcled Material

• lifetime Warrantv

Item Number Wt. 

4 Foot Speed Bump 14 
6 Foot Speed Bump 23 
8 Foot Speed Bump 31 
1 O Foot Speed Bump 43 
12 Foot Speed Bump 52 
2 Endcaps 8 

Holes 

3 

4 

4 
5 

6 

2 

Description 

2"Hx1 0"Wx4'L Speed Bump w/Channels-Yellow 
2"Hx1 0"Wx6'L Speed Bump w/Channels-Yellow 
2"Hx1 0"Wx8'L Speed Bump w/Channels-Yellow 
2"Hx1 0"Wx1 0'L Speed Bump w/Channels-Yellow 
2"Hx10"Wx12'L Speed Bump w/Channels-Yellow 
2"Hx1 0"Wx1 'L Speed Bump End Cap-PAIR 

Use 1/2" Lag Bolt for Speed Bump Installation
Hardware Hole Size = 1/2" Dia. x 2" Depth, with recessed hole for screw head measuring 1/4"
Depth of Countersink = 3/8"
Countersink Hole = 1-3/8"
Interior Hole = 3/8" x 1"




