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PERSONALIZED CENTRAL PARK RECEPTACLE LID OPTIONS

Material: Top plate shall be fabricated from
18 gauge steel flat, spun to form. 
Outside shall have a 1” radius.

Coating:  Oven fused functionalized
polyethylene copolymer-based thermoplastic. 
Fluidized bed coating application with superior 

mechanical performance, impact resistance 
and UV-stability.

Receptacle Dimensions: 
Center opening shall be an 

8” inside diameter. The 
overall dimensions shall be 

24” diameter x 2” high.

32 GALLON FLAT TOP 32 GALLON RAIN BONNET TOP

Material: Top plate shall be fabricated from 18 gauge
steel flat, spun to form.  Vertical posts are 1/2” diameter 

steel rods.  Bonnet top shall be fabricated from 20 gauge 
steel flat, spun to form. All electrically MIG welded.

Coating:  Oven fused functionalized
polyethylene copolymer-based thermoplastic.  

Fluidized bed coating application with superior mechanical 
performance, impact resistance and UV-stability.

Receptacle Dimensions: 
Center opening shall be 8” 

inside diameter. The 
overall dimensions shall be 

24” diameter x 11” high.

Dimensions: Outside 
diameter is 24-7/8”, 

inside diameter is 24”, 
height is 11-3/4”.

32 GALLON ROUND TOP
Material: Heavy-duty structural plastic.

Top contains a quiet self-closing door 
to keep out the weather and pest and 
keep in the odor.




