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. é6mm ALLEN WRENCH
. #2 SQUARE DRIVE SCREWDRIVER
. RUBBER MALLET
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STEP 1: BEGIN BY PLACING ONE LEFT

LEG AND ONE RIGHT LEG (A & BJAGAINST
EACH OTHER AS SHOWN BELOW. BE SURE
TO HAVE THE COUNTERSINKS FACING THE
CORRECT DIRECTION - REFER TO THE
DRAWING. TAP TOGETHER WITH RUBBER
MALLET UNTIL THE PIECES ARE FULLY
ENGAGED WITH EACHOTHER. JOIN
TOGETHER USING (4) #10x2" SCREWS. (J)

NEXT, TAP THE CORNER SUPPORT (C)
INTO THE NOTCHES AT THE BOTTOM

AS SHOWN. JOIN TOGETHER USING (2)
#10x2" SCREWS (J) AS SHOWN.

REPEAT THE PROCESS FOR THE 3 OTHER
LEG SUBASSEMBLIES.

CONNECTING

THE LEGS 3/8
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THIS FACE WILL TAP
DOWN BELOW TOP
OF LEG SECTION

CUTOUTS FACE
TO INSIDE

STEP 2: ASSEMBLE THE (4) LEG SUBASSEMBLIES
ROUGHLY AS SHOWN. INSTALL ONE SEAT
SUPPORT BETWEEN TWO OF THE SUBASSEMBLIES,
MAKING SURE CUTOUTS ARE FACING TOWARDS
THE INSIDE AS SHOWN IN DETAIL A. TAP
GENTLY WITH RUBBER MALLET UNTILL FULLY
SEATED. NEXT, INSERT THE OTHER 3 SEAT
SUPPORTS, ALSO INSURING THE CUTOUTS FACE
INWARD. INSERT (4) #10x2" SCREWS FOR EACH
SUPPORT.

ATTACH SEAT

SUPPORT 4/8
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STEP 3: PLACE EACH SEAT (E) ON TOP OF THE SEAT
SUPPORTS AS SHOWN, WITH THE CONCAVE EDGE
FACING OUTWARD. THE TABS FACING UPWARD ON THE
SEAT SUPPORTS WILL ENGAGE THE CUTOUTS ON THE
UNDERSIDE OF THE SEATS, BUT A FEW TAPS WITH A RUBBER
MALLET MAY BE NECESSARY TO FULLY ENGAGE THE
PARTS. SECURE EACH SEAT USING (4) #10x2" SCREWS (J)
AS SHOWN.

ATTACHING
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STEP 4: INSTALL THE (8) SEATBACK SUPPORTS (F)
INTO THE NOTCHES IN THE LEGS AS SHOWN.
TAP WITH A MALLET TO INSURE THEY ARE

FULLY SEATED. NEXT, SECURE THE SUPPORTS

TO THE LEGS SECTIONS USING (2) #10x2-1/2"
SCREWS (K) FOR EACH SUPPORT.

ATTACHING BACK

REST SUPPORTS 6/8




KBC7015

MASON TREE HUGGER

STEP 5: ATTACH EACH MOUNTING PLATE (H)
(8 TOTAL) TO THE SEAT BACK SUPPORTS (F)
USING (4) #10x2" SCREWS (J) FOR EACH
MOUNTING PLATE. THE SLOTS IN THE BACK

OF EACH MOUNTING PLATE WILL LOCK INTO
THE CUTOUTS IN THE FRONTS OF THE SUPPORTS.
DRIVE THE SCREWS FLUSH WITH THE SURFACE.

ATTACHING

MOUNTING 7/8
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STEP é: TAKE ONE BACK REST (G) AND HOLD

IT UP TO THE BACK REST SUPPORTS AND

PLATES. THE 6 CUTOUTS ON THE BACK OF THE
SEAT ENGAGE WITH 6 TABS ON THE BACK REST
SUPPORTS. START AT ONE END AND TAP THE

FIRST TWO INTO PLACE WHILE PUSHING AGAINST
THE FRONT OF THE BACK REST. ATTACH THE BACK
REST USING (2) FLAT WASHERS (L) AND (2)

BUTTON HEAD MACHINE SCREWS (M). WORK IN
THE OTHER TABS INTO THE OTHER CUTOUTS WHILE
PRESSING AGAINST THE BACK REST. ATTACCH THE
OTHER END OF THE BACK REST USING THE SAME
METHOD - (2) FLAT WASHERS (L) AND (2) BUTTON
HEAD SCREWS.

DO THE SAME FOR THE OTHER THREE BACK RESTS
AND GO BACK AND TIGHTEN THE MACHINE SCREWS
USING A émm ALLEN WRENCH.

BENDING BACK 8/8
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